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3. Functional description.

4. Before starting.

Filling up
The engine should be run of pure (not oil mixed)
unleaded petrol. Do not fill beyond the lower
edge of the filling hole. Do not fill over max level.
WARNING!
Petrol is highly flammable. Proceed with care
and fill up with petrol outdoors. Do not smoke
when filling with petrol or fill up when the
engine is warm. Do not overfill the tank since the
petrol can expand and overflow. Make sure that
the petrol cap is securely tightened after filling.
Store petrol in a cool place in an appropriate
container for enginefuel. Check the petrol tank
and pipes.

Oil level
The combined oil refilling cap and the oil stick is accessible when the
bonnet is lifted for wards. The oil level in the engine should be
checked before each run. Make sure that the tractor is horizontal.
Unscrew the oil stick and wipe clean. Replace the oil stick and screw
tight. Remove again and check the level.

The oil level should lie between the two markings on the oil stick. If
more oil is needed add SAE 30 oil to the “FULL” marking. SAE 5W-30
oil should be used during the winter (below freezing point).

Tire air pressure
Check the tire pressure regularly. Make sure tires are properly
inflated to the PSI shown on tires.

5. Driving.

Starting of motor
Sit on seat in operating position, depress brake pedal and set parking
brake. Ensure that the cutting unit is raised to the highest position
and that the control for connection/disconnection of the cutting unit
is in the disconnection position.
NOTE!
The machine is equipped with a safety switch which immediately
breaks the current to the engine if the driver leaves the seat with
engine running and with the connection/disconnection control in
position “connection”. Your machine is also equipped with a system
that will not allow mower to operate if the bagger or optional rear
discharge deflector is not installed properly.

Press down the clutch/brake pedal completely and hold
down. Set the gear lever in neutral ”N”.

Cold motor: Push the gas control up to end positon choke.

Warm motor: Push gas control half way to full gas position.

Turn the ignition key to “START position”.
NOTE
Do not run the start motor more than 5 seconds at once. If the
engine will not start, wait about 10 seconds before the next try.

Let the ignition key return to the ”ON” position when the engine has
started Push the gas control to the re quired speed.
For cutting: full gas.

Driving
Lower the cutting unit by moving the lever
forwards. Connect the cutting unit. Choose a driving
speed which suits the terrain and required cutting
results. Release the brake/clutch pedal slowly.

(ROS On)

Reverse Operation System (ROS)
Your tractor is equipped with a Reverse Operation System (ROS). Any attempt by the
operator to travel in the reverse direction with the attachment clutch engaged will shut off
the engine unless ignition key is placed in the ROS "ON" position.
WARNING! Backing up with the attachment clutch engaged while mowing is strongly
discouraged. Turning the ROS "ON", to allow reverse operation with the attachment clutch
engaged, should only be done when the operator decides it is necessary to reposition the
machine with the attachment engaged. Do not mow in reverse unless absolutely
necessary.
USING THE ROS
• Depress clutch/brake pedal all the way down and hold.
• With engine running, turn ignition key counterclockwise to ROS "ON" position.
• Look down and behind before backing.

• Move gear shift lever to reverse position and slowly release clutch/brake pedal to start
movement.
• When use of the ROS is no longer needed, turn the ignition key clockwise to engine "ON"
position.
(Engine On)

To Dump Bagger
Your tractor is equipped with a Dump Bag Alarm. To turn off the
alarm, disengage the attachment clutch control.
• Position tractor in location you wish to dump bagger.
• Ensure that the transaxle is in the neutral position. Set parking
brake.
• Raise dump handle to its highest position. Pull handle forward to
raise bagger and dump clippings.
• To continue mowing, be sure bagger is down and in proper
operating position which will allow mower to operate.

WARNING!
• Do not drive in terrain at an angle of more than max. 15°. The risk for roll-over backwards
is large.
• In steep terrain the risk for tipping is considerable.
• Avoid stopping and starting in sloping terrain.

Switching off the engine
Move the attachment clutch control to disengaged position. Move the throttle control to
fast position. Lift up the cutting unit and turn the ignition key to “STOP” position.

WARNING!
Do not leave the ignition key in the machine when not in use to prevent children and other
unauthorized persons starting the engine.

Troubleshooting
Engine will not start
1. No fuel in fuel tank.
2. Plug defective.
3. Plug connection defective.
4. Dirt in carburetor or fuel pipe.
Start motor will not turn engine
1. Battery flat.
2. Poor contact between cable and battery pole.
3. Connection/disconnection level in wrong position.
4. Main fuse defective.
5. Ignition lock defective.
6. Safety contact for clutch/brake pedal defective.
7. Clutch/brake pedal not pushed down.

Engine runs unevenly
1. Gear too high.
2. Plug defective.
3. Carburetor incorrectly set.
4. Air filter blocked.
5. Fuel tank ventilation blocked.
6. Ignition setting defective.
7. Dirt in fuel pipe.
Engine feels weak
1. Air filter blocked.
2. Plug defective.
3. Dirt in carburetor or fuel pipe.
4. Carburetor incorrectly set.
Engine overheats
1. Engine overloaded.
2. Air inlet or cooling fins blocked.
3. Fan damaged.
4. Too little or no oil in engine.
5. Ignition setting defective.
6. Plug defective.
Battery does not charge
1. Fuse defective.
2. One or several cells defective.
3. Poor contact between battery poles and cables.
Lighting does not function
1. Headlight wire connector not connected.

2. Bulbs defective.
3. Switch defective.
4. Short-circuit in cable.
The machine vibrates
1. Blades loose.
2. Engine loose.
3. Unbalance in one or both blades resulting from damage or poor balancing after
sharpening.
Uneven cutting results
1. Blades blunt.
2. Cutting unit skew.
3. Long or wet grass.
4. Grass stuck under cover.
5. Different air pressures in tires on left and right side.
6. Gear too high.
7. Drive belt slipping.

